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OVERVIEW

The ZX-RS232 interface module allows the PubMIx system to be controlled via a PC or other system controller
such as Crestron or AMX.

A list of PubMix command protocols is available for 3rd party developers wishing to integrate PubMix codes within
a control environment. Please contact R&D@scvlondon.co.uk.

Connection to the external PC is via a standard DB9 and uses CTS/RTS handshaking. A number of different Baud
Rates can be selected using on-board jumper links. An in-built BUSY indicator shows network activity.

A pair of RJ45 connectors are provided to allow easy integration into the PubMix control network. The unit can be
powered either by the PubMix control network or via an external power supply.

KEY FEATURES

Allows PubMix conrol via PC, Crestron or AMX systems

Selectable Baud Rates

CTS/RTS handshaking

SPECIFICATIONS

ELECTRICAL

Baud rate
Handshaking

Power requirements
Via Network RJ45
External POWER

Indicators

PHYSICAL

Computer connector:

Network connector:

Power connector:

Size:

Weight:

Temperature:

DB9

RJ45 to suit CAT5 cables

2.1mm pin DC jack, wired 
centre pin hot (+ve)

202 W x 84 D x 40 H

TBA

Operating 0ºC to 50ºC
Storage -30ºC to 75ºC

Selectable by on-board links
CTS/RTS

+6.5V minimum
+9V min, +18V max

Network Busy
Power
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BLOCK DIAGRAM

DIMENSIONS
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